


ADHARVA MEDICARE
Plot No.03, Abinaya flats, 2nd Floor(S1), 

AGS Nagar, Perumal Nagar 5th main road, Zamin Pallavaram, Chennai-600117

ADHARVA MEDICARE based in Chennai, India since 2017. Adharva Medicare has been 
a leading international supplier of Sterilization Monitoring, Packaging, and Other Hospi-
tal Products. Our commitment to the healthcare industry is evidenced by our high quality 
manufactured process, certified by AAMI, CDC, WHO, USFDA and ISO.

Adharva Medicare was founded to better serve Hospitals in India. Our Southern India 
sales office and distribution warehouses guarantee that orders will be processed quickly 
and products will be delivered on a timely basis. Adharva Medicare can also provide a 
short turn-around for custom-made, private labeled products.

The combination of high-quality products, below market pricing and strong service, is the 
reason that Adharva Medicare is one of the fastest growing suppliers of Sterilization and 
Hospital Products in India.

Leading Distributors In Sterilization Monitoring Indicators
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Steam Indicator Tape - 3/4”x 60 Yds (19mm x 55 mtrs)
Cat No. ST-048

AirView Bowie Dick Test Pack Cat No. BDS-050
(Air Removal / Steam Penetration Tests) MBD-030

Steam Indicator Strip - 8 ” 250 / Bx - Class 4 Indicator
Cat No. SIL-250

Steam indicator tapes provide immediate identification 
of processed i tems whi le also secur ing sterilization packs. 
Colour change indicator verifies exposure to sterilization 
process. Certified to meet class 1 indicator standards.

AirView Bowie Dick test pack has instructions for use printed 
on the box . Test sheet is easy to interpret . Uniform colour 
change indicates PASS result. Certified to meet AAMI 
standards for daily air removal and steam penetration test 
in steam sterilizers and classified as ISO class 2 indicator.

Steam indicator strips provide distinct colour change from blue 
to black or darker black when exposed to gravity, dynamic air 
removal and flash cycles. Eight inch strips can be used for larger 
packs or torn in half at perforation for smaller packs.



STEAMPlus Class 5 Integrator Cat No. SSI-100

EmPlus™ Steam Emulator Class 6 Integrator
Cat No. EMP-1004 132°C , 4 min

Dry Block Incubator for Steam SCBI
Cat No. NDB-060E

STEAMPlus is an immediate readout Class 5 integrator 
for use in gravity, dynamic air removal and flash cycles. 
Four inch strip has distinct pass/fail criteria and allows for 
easy removal from packs. The STEAMPlus is USFDA 
cleared as "equivalent in performance to a biological 
indicator" and offers the highest level of sterility assurance 
from a chemical indicator. Place integrator inside each 
pack or in every load (i.e. Middle of the Load or inside the
densest pack ) to be sterilized. Release the load if the dark 
bar on the integrator has entered the SAFE area.

Certified to meet Class 6 chemical indicator standards 
defined by ISO 11140-1:2005 of steam sterilizer specific cycle.
Cat No. EMP-2503 134°C , 3.5 min 
Reacts to all three parameters
( Time , Temperature , Saturated Steam ) at stated cycle. Dry

Calibrated to operate at 60°C for steam BI incubation . 
Capacity for 15 wells of 11mm each. Compact design 
uses minimal counter space. Operating voltage 230V.



SporeView Biological Indicator—STEAM Cat No. SCS-100

SporeView 10 Biological Indicator—STEAM Cat No. SVT-050

SporeAmpule Biological Indicator Cat No. SA - 020 / SA - 100 / SA - 106

Biological Indicators (SCBIs ) provide final results in 24 hours 
when incubated at 55ºC to 60ºC . Certified to meet BI standards 
for load monitoring. Removable BI label for record keeping. 
Conforms to ATCC 7953.

BIs provide final results in 10 hours when incubated at 55ºC 
to 60ºC . Certified to meet BI standards for load monitoring. 
Removable BI label  for record keeping . Conforms to ATCC 7953.

Ideal for monitoring liquid cycles. No vial crushing needed to 
activate. Purple to yellow colour change indicate sterilizer failure.
Final results are available after 48 hours of incubation at 
55ºC to 60ºC .  Conforms to ATCC 7953.



EO Gas Indicator Tape- 3/4”x 60 Yds (19mm x 55 mtrs) Cat No. GT-048EO Gas Indicator Tape- 3/4”x 60 Yds (19mm x 55 mtrs) Cat No. GT-048

EO Gas Chemical Indicator Strip - 8” 250 / Box Cat No. GIL –250

SporeView Biological Indicator—EO Gas at No. SCA-100

Sterilization Monitor Strip EO Gas Cat No. GSM-100

EO gas indicator tapes provide immediate identification of 
processed items. Colour change indicator verifies exposure to 
EO gas sterilization process. Certified to meet class 1 standards

Certified to meet Class 4 chemical indicator standards
for pack monitoring of EO gas sterilizer cycles.

Biological Indicators ( SCBIs ) provide final results in 48
hours when incubated at 37ºC. Certified to meet BI standards
for load monitoring. Removable BI label for record
k e e p i n g . Co n f o rms t o ATCC 9372.

Place EO Gas Sterilization monitor inside each pack to be 
sterilized. Process the load. All parameters are met
when indicator has turned orange. Release the load.



Dry Block Incubator for EO SCBI Cat No. NDB-037E

SporView®Plus Biological Indicator Test Pack Cat No. SBT-025 / SBT-255

Spore Suspensions and Strips

Cat No. VGS-105 / VGS-106 / VGS-107 / VGS-108 / VGS-109

Calibrated to operate at 37°C for EO gas BI incubation . 
Capacity for 15 wells of 11mm each. Compact design 
uses minimal counter space. Operating voltage 230 V.

Single-use test for load monitoring steam sterilizer efficacy.
• Certied to meet biological indicator standards for load 
monitoring ofsteam sterilizer cycles.
• Includes BI with Class 5 integratorthat reacts to allthree 
parameters of sterilization .
• Immediate readout of integrator withwicking style movement.
• 10 hour final BI readout using conventional 55-60°C incubator.
• Removable BI label for accurate record keeping.
• Instructions for Use (IFU) printed on back of each pack.
• Designed to challenge steam prevacuum cycles and steam gravity cycles.
• Certications of performance with controls.

Cat No. VGA-105 / VGA-106 / VGA-107 / VGA-108 / VGA-109

TCC 7953 G.Stearothermophilus spore Suspension available 
with spore population ranging from
10  to 10   Each pack of 10 ml bottle 

10  to 10   Each pack of 
ATCC 9372 B.Atrophaeus spore Suspension available with 
spore opulation ranging from 
10 ml bottle



SporView® VH2O2 Biological Indicator Cat No. VH50 ( Hydrogen Peroxide SCBI )

VH2O2 Chemical Indicator Strip Cat No. GPS-250R

VH2O2 Chemical Indicator Tape 3/4” x 60 Yds Cat No. HT-048 ( 19mm x 55 mtrs)

VH2O2 Chemical Indicator Labels Cat No. GPL2000-R

Certified to meet BI specifications for hydrogen 
peroxide sterilization cycle. Final read out in 24 hours 
when incubated at 55ºC to 60ºC . Conforms to 
ATCC 7953. Compatible with Sterrad® / Steris 
®V-Pro sterilizers.

Certified to meet chemical indicator specifications
for pack monitoring of hydrogen peroxide 
s t e r i l i z e r cyc l e . Provides distinct colour change 
when exposed to H2O2 Sterilizer cycle. Manufactured 
with synthetic material. Compatible with Sterrad® 
Steris ®V-Pro sterilizers.

Certified to meet chemical indicator specifications 
for pack monitoring of hydrogen peroxide sterilizer 
cycle. Provides distinct colour change when exposed 
to H2O2 Sterilizer cycle. Manufactured with synthetic 
material. Compatible with Sterrad® / Steris ®V-Pro 
sterilizers.

Certified to meet chemical indicator specifications
of hydrogen peroxide sterilizer cycle. Provides distinct 
colour change when exposed to H2O2 Sterilizer cycle.
Compatible with Sterrad® / Steris ®V-Pro sterilizers.



Dry Heat Chemical Indicator Label Cat No. DIL-1000

Dry Heat Chemical Indicator Strip Cat No. DIS-100

Dry Heat Sterilization Pouches Cat No. NSP-400 / NSP-405 / NSP-410 
NSP-420 / NSP-430

Dry Heat Roll Stock Tubing Cat No. SN2 / SN3 / SN4 /SN6 / SN12 
SN13 / SN14/ SN16

Certified to meet chemical indicator specifications for 
dry heat sterilizer cycle. Provides distinct colour change
 when processed.

Certified to meet chemical indicator specifications 
for dry heat sterilizer cycle. Provides distinct colour 
change when processed

Manufactured with nylon material. Clear, strong 
and puncture resistant. For use with dry heat sterilization 
process up to 420°F/ 215°C. Multiple self-seal sizes 
available. Comes with external chemical indicators. 
MSDS available

Manufactured with nylon material. For use with dry heat 
sterilization process up to 420°F/ 215°C. Available with &
without process indicator. MSDS available.
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